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MULCO Mulco® Sealant Selection Chart

Solvent-Based Water-Based | Chemical-Based
Sealants Sealants Sealants
*
P 3 < 2 § 2
* L =« [} o L 5
r 815 . = |2 £
3 5 3 2 2 z|!82 8 ¥|8: & 2
Z S % 2 o W g 82 & £ /g8 § W ¢
S = G2 = [ <= = S »n | S % S |lsE = S g
g8 £ 8 8 8 & § 5 a|ss £ =|88 3§ 5 £
<< m [T [ (O] o o (7] N O - 7] X m [- % n =1
156 124 106 101 150 136 121 104 141 | 130 137 133 | 113 147 105 111
 Environment |
Interior X X X X X X X X X
Exterior X X X X X X X X X X X X X X
Acoustical insulation X
Air conditioner X
Baseboards, moulding X X X
Bath tubs X X X
Counters, kitchen and bathroom X X X X
Doors and windows X X X X X X X X X X X
Electric outlets X X
Flashings X X
Foundation (cracks) X X
Framework, ceilings (hidden) X X X
Gutters X
Hidden joints X
Joints, cracks, holes gaps X X X X X X X X X X X X X X X
Roofs? X X
Siding X X X X X X X X
Temporary draughtproofing X
Thermal insulation X X
Tub surround and shower wall X X
ﬁgtmulrgf,rgnodized or painted) X 6 06 400 446 4 4 e X 0000 o0 | 4000 X X 4eeD
Asphalt shingles e 400
Concrete, masonry X ¢ " 0 400 40 + *" ¢ X X
Bare wood, interior® X X R X X
Ceramic + e o e X X *"
Ferrous metal X * P06 400 400 * 3 "o X X X
Fibreglass X ¢ 4 e e X ¢ * ¢ | 400 e
Galvanized metal X R ¢ e X X
Glass ¢ 404 400 * X ¢ * ¢ 04 X X *
Gypsum X 00 406 400 X X
Painted or stained surfaces X IR e X ¢ e e *" *
Polyethylene vapor barrier X * ¢
Polystyrene panels (Styrofoam®) X L R X X
Polyurethane moulding 00 400 400 X X
PVC, plexiglass, acrylic, vinyl 00 400 00 " X *" ¢ X X
AAvailable in 2 formulas: vanilla scent or orange (with D-Limonene*; ecological choice) + Good choice / economical
B Do not use on a flat roof where ponding water could be present +¢ Better choice
€ Woods such as cedar and redwood may cause yellowing of water-based products +4¢ Best choice
P Not recommended on natural aluminum (risk of oxidation) *This product can only be purchased through a distributor
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